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CHARACTERISTICS 
 

- Solid, simple and robust construction in stainless steel 

 

- Digital control panel with 20 programs 

 

- Progressive air inlet -softair- programmable 

 

- Vacuum control by sensor + time 

 

- Sealing time control 

 

- Stop button to interrupt the cycle 

 

- Methacrylate flat lid 

 

- Easy maintenance 

 

- Support videos for use and maintenance in 

   www.zermat.es 
 
 
 

OPTIONS 
 

 
TECHNICAL DATA 

- Installation for inert gas injection in bag 

- Oval methacrylate lid 

 

- 63m3/h Vacuum pump 

 

- Cut-of-seal 

 

- 1-2 Cut-off-seal 

 

- Third seal bar 

 

- Inclined inner ramp for the liquids packaging 

 

- Lung effect Vacuum (special liquids) 

 

- Special required adaptations 

  
 

   Vacuum Packaging machine   MEDIUM CV200 

External Dimensions 720 x 680 x 1000 mm 

Chamber Dimensions  590 x 470 x 170 mm 

Electric power 3’5 Kw 

Electric connection 3F - 380V (optional 3F -220V) 

Standard seal bars Option 1:  1 x 520 mm 

              + 1 x 420 mm 

 Option 2: 2 x 450 mm 

 Option 3: 2 x 550 mm 

 


